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Introduction 

 

The purpose of this AMC is to provide alternative means of compliance with regards to 

Airworthiness issues in different fields for the duration of the COVID-19 pandemic which have 

trigger travel restrictions in/to/from different countries.  

 

These alternative means are designed to comply with: 

- Certificate of Airworthiness requirements, as per: 

• AUA-RLW, articles 28 until 32; 

- Aircraft Maintenance Organisations certification/audit requirements, as per: 

• AUA-RLW, Chapter III; 

- Continue Airworthiness requirements, as per: 

• AUA-OPS 1 or JAR-OPS 3 for Aruba, Subpart M; 

• AUA-OPS 2(A), article 3.8; 

• AUA-OPS 2(H): Chapter 6; 

• As established per 83bis agreements or MOU’s; 

- DCA of Aruba Safety Oversight responsibilities:  

 

 

The specific Airworthiness areas described in this AMC are: 

A. Registration: Initial registration of an aircraft (used or new): Chapter 2; 

B. Export C of A: Chapter 3; 

C. Renewal C of A: Chapter 4; 

D. Aircraft Maintenance Organisation (AMO) certification and audits: Chapter 5; 

E. Air Operator Certificate (AOC) Holders Certification and audits: Chapter 6; 

F. Foreign AOC Holders audits: Chapter 7; 

 

This AMC also introduces an Appendix with guidelines for conducting Video/Conference 

Technology (VCT) on an aircraft for the Certificate of Airworthiness (C of A) inspection. 

 

The period of validity for this AMC is defined in NTC 2020-03-16, as latest revised. 
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CHAPTER 2 Registration 

The following processes have been developed for the Registration of an aircraft 

 A: New Aircraft: 

1) Aircraft Owner/Managing Company/Operator must comply with the Aruba aircraft 

registration requirements;  

2) Aircraft must be at the manufacturer for delivery; 

3) The aircraft technical records as applicable need to be submitted according AMC-

012; 

4) Assigned Inspector will request digital image/videos (VCT) of the items that need to 

be submitted conform Appendix A. This communication will be between the 

Inspector and the person assigned by the manufacturer; 

 

 

 B: Used Aircraft: 

1) Aircraft Owner/Managing Company/Operator must comply with the registration 

requirements;  

2) Aircraft must be at a DCA Aruba approved/accepted/or validated Aircraft 

Maintenance Organization (AMO);  

3) The aircraft technical records as applicable need to be submitted according AMC-

012; 

4) Assigned Inspector will request digital image/videos (VCT) of the items that need to 

be submitted conform Appendix A. This communication will be between the 

Inspector and assigned Operator or AMO personnel; 

 

 

 C: Aircraft for Aruba AOC holders: 

1) The operator must comply with the conditions mentioned in item A or B, whichever 

is applicable; 

2) Aircraft Conformity Inspection as per AUA-OPS 1/JAR-OPS 3 for Aruba, Subpart K, 

L & S need to be accomplished by a DCA Aruba approved/accepted/or validated 

AMO, as agreed with the manufacturer or as per VCT method with the guidance of an 

DCA inspector; 
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CHAPTER 3 Export C of A 

 

In order to obtain an Export C of A of an Aruban registered aircraft the following need to be 

accomplished: 

1) Aircraft must be eligible for Export C of A; 

2) Aircraft records need to be submitted in digital format(pdf) between the date of 

inspection mentioned on application INS-4.009; 

3) These records need to be certified by the Maintenance responsible of the operator; 

4) The records need to be submitted according AMC-012; 

5) Assigned Inspector will request digital image/videos (VCT) of the items that need to be 

submitted. The communication for this event will be between the Inspector and 

maintenance responsible of the operator; 

 

 

CHAPTER 4 C of A Renewal 

1) Aircraft records need to be submitted in digital format(pdf) between the date of 

inspection mentioned on application INS-4.009 and at least one week prior the 

expiration of the C of A; 

2) These records need to be certified by the Maintenance responsible of the company; 

3) The records need to be submitted according AMC-012; 

4) A desktop audit will be performed by an assigned Airworthiness Inspector; 

5) Assigned Inspector will request digital image/videos (VCT) of the items that need to be 

submitted. The communication for this event will be between the Inspector and 

maintenance responsible of the operator; 

 

 

 

CHAPTER 5 AMO certification and audits: 

1) AMO validation renewals (including audits), with exception of those AMO’s based in the 

countries mentioned in NTC 2015-07-27 Rev 03, or EASA accepted AMO’s for 

commercial (Aruba AOC holders) operators will be renewed through a desktop audit 

process; 

2) The records for the desktop audit need to be submitted as per the required documentation 

mentioned in the application form INS-4.065; 

3) Physical inspection will be put on hold until next opportunity within 12 months; 

4) First issue that requires an onsite audit will not be processed. The intended work on the 

aircraft will be evaluated for a One-Time authorization for that particular AMO, if 

applicable.      
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CHAPTER 6 AOC HOLDERS Certification 

A. Aruba based AOC Holders: 

Existing AOC Holders are audited using the e-audit system. The operators are required to 

have the required Continue Airworthiness (Refer to AUA-OPS 1, subpart M) items filed in 

their approved system, if applicable. These systems are, but not limited to: BCT, Centrik, 

Lion, etc..  

 

B.  Foreign AOC Holders: 

 

Audits on Foreign AOC holders under a signed 83bis or MOU will be audited at the earliest 

opportunity. 
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APPENDIX A VCT inspection/audits methods 
 

 

The DCA-AUA understands the difficulty that can arise with performing VCT calls of the aircraft 

therefore, as an alternative, making videos of the following items below, (1 Through 9) need to be 

submitted to the DCA Aruba for assessment. 

These videos should be taken at an acceptable standard: 

- Speed (example speed 5cm per second); 

- Angle and Quality, that the DCA-Aruba, can make a good assessment; 

- Video size up to 1 GB, not longer than 20 min; 

- Preferable video format in .MP4 or .WMV and photos (where necessary) in .JPEG; 

 

Note: in case the videos that are not of a good quality or speed taken is too high then the DCA-

AUA will request operator to submit requested videos again. 

 

The following items need to be in the videos. The videos file name may be identified with the 

numbering of the items below (example 1a, 1b, 1c etc.) so that the videos size is maintain to a 

minimum: 
 

- 1. Aircraft fuselage (LH, RH, and underneath):  

a-Static ports 

b-Antenna’s 

c-Condition of Pitot Tubes 

d-Stall warning devices and other sensors (if applicable) 

e-Lavatory Servicing areas , (Inside lavatory service door ) 

f-Emergency exit identification / markings 

g-Registration Markings 

h-All Exterior lights (light lens/cover) 

i-All exterior emergency lights are working 

j-Rotating beacon, landing, taxi, navigation lights are working 

k-Aircraft (manufacturer) Data Plate 

l-Aircraft ID plate 

 

 

- 2. Cargo Compartment: 

a-Condition of the cargo compartment 

b-Cargo liner 

c-Attachment points for the Cargo restrain nets etc. 

d-Condition of cargo nets; 

e-Cargo markings  

 

 

- 3. Wings and Pylons (LH and RH): 

a-Leading edge of wings 

b-Condition Under neat the wings 

c-Static eliminators 

d-All lights condition  

e-Registration marking underneath LH Wing 
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APPENDIX A VCT inspection/audits methods (cont’d) 

 

- 4. Empennage: 

a-Leading edges 

b-Static eliminators 

c-Elevator, rudder and tabs 

 

 

- 5. NLG, MLG (RH and LH): 

a-Tire and brake unit condition  

b-Area inside wheel well  

c-Picture of DATA Plate’s (MLG and NLG) 
 

 

- 6. Engines (LH and RH) 

a-Leading edge of engine intake 

b-Intake fan blades leading edge’s  

c-Exhaust area  

d-Picture of data plate’s  

e-Video of engine complete showing all decalls 

f-Propeller blades and condition (if applicable) 

 

 

- 7. Flight Deck 

a-General condition  

b-Compass deviation chart 

c-EFB Condition  

d-Windows 

e-Emergency equipment 

f-All crew member seats showing condition of shoulder harnesses  

 

 

- 8. Cabin  

a-General condition of main cabin, passenger seats 

b-Emergency locations as per EEL showing all placards (Including showing the 

emergency equipment) 

c-Condition of lavatories  

d-Flight attendant seats condition/retracting system 

e-Cabin and Emergency lights  

 

  

- 9. Cockpit functional test 

a-All cockpit lights 

b-Engine/APU fire warnings 

c-Stall warning test 

d-EGPWS system test 

e-TCAS test 

f-FDR/CVR test 

g-VOR, DME. ADF, ILS and VHF radio checks 


